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       WIRE

PVC 25P BLACKOVER MOLD
KGA/R
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HSG
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HSG-PITCH=5.08,1*4P,PA66, SF P/N:C5081H04WO-H

TER-PITCH=5.08 PHOSPHOR BRONZE , SF P/N:C5081TA-P1201
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PET BLACK,OD:9.5mm

AC TYPE BLACK ACETATE TAPE W=10MM
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INTERNAL MINI SAS LATCH SUS304R-H T=0.25MMLATCH
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MINI SAS OUTER MODEL
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UL1061  18AWG BLACK/RED/YELLOW

SAS CABLE 30AWGX2C+2D GRAY

MINI SAS PCB 36P,GOLD-PLATED 30U'', 180°
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NOTE(注释):
1.100% OPEN,SHORT & INTERMITANCE TEST.

(产品必须100%进行断路、短路及间隙性接触测试 )

2.THE DIMENSIONS MARKED   SHALL BE CHECKED.

(标注   的尺寸必须重点检验)

3.HARMFUL MATERIAL AND PROCESS CONTROL ,PLEASE FOLLOW DOC. NO.QW-Q-043.

(本产品使用原物料及制程必须符合QW-Q-043环境管理物质相关规定)

4.CONDUCTOR RESISTANCE:3 Ohms Max.

(导通阻抗：3 Ohms Max.)

5.INSULATION RESISTANCE:10M Ohms/300V DC,10ms/Min.

(绝缘阻抗：10M Ohms/300V DC,10ms/Min)

6.HIGH-FREQUENCY TESTING IN LINE WITH THE SAS 2.1 STANDARD.

(高频测试需符合SAS 2.1规范标准)

7.THE CABLE ASSEMBLY SHALL BE ROHS2.0 COMPLIANT.

(该产品符合ROHS2.0环保要求)
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