
Product Brief

LRSU9A72-4A is an 4-port USB3.0 host adapter 
specifically designed for industrial and vision 
applicatons. USB3.0 or SuperSpeed USB, delivers up to 
ten tmes the data rate over USB2.0 and is parrcularly 
useful for high-speed data storage and imaging devices.

Most off-the-shelf USB3.0 cards implement mullple 
ports with a single USB3.0 controller which results in 
significant performance degradaaon during mulu-port 
operaton. To achieve maximum per-port performance, it  
has four independent NEC upD720202 USB3.0 Host 
Controllers and x4 PCI Express® Gen2 interface to offer up 
to 5 Gbps bandwidth for each port, independently. In 
additon to transfer data bandwidth advantage, it 
features on-board regulated 5V DC power supply with a 
unique configurable 900mA/ 1500mA current limit to 
supply stable 5V DC power to external USB devices.

Combining high bandwidth, industrial-grade power 
design and reliable cable connecton, it brings 
convenience to interface USB3.0 devices operatng under 
Windows XP, 7, 8 and Linux.  

Product Descripton

Ÿ x4 PCI Express® Gen2 interface (2GB/s total 
bandwidth)

Ÿ 4-port by 4x NEC upD720202 host controller

Ÿ On-board 5V DC regulated power supply, no external 
power needed

Ÿ User-configurable 900mA and 1500mA current limit

Ÿ Supports Windows XP/ 7/ 8 and Linux

Ÿ Compliant with 

Ÿ             - Universal Serial Bus 3.0 specificaaon Rev. 1.0

Ÿ              - Intel® xHCI specificaaon Rev. 1.0

Features

4-Port USB3.0 Type-A Host Adapter Card 
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Technical Specificaaons

HARDWARE

Model 

I/O Controller

Number of Interface 

Bus Type 

Transfer Speed 

Power Requirement

LRSU9A72-4A 

NEC upD720202

4 USB 3.0 

PCI Express 2.0 x4

5Gb/s 

Maximum 2.0A @ 3.3V from PCI Express bus

Maximum 2.8A @ 12V from PCI Express bus for devices

ENVIRONMENTAL

Operatng Temperature 0°C to 60°C (32°F to 140°F) 

HARDWARE WARRANTY

Warranty 2 Years

WHAT'S IN THE BOX

1 - PCIe x4 USB3.0 Adapter 

1 - low-profile bracket 

1 - full-height bracket (installed) 

* Product appearance and specificaaons are subject to change without nonce.

PHYSICAL CHARACTERISTICS

Dimension

Product Weight

118x57 mm

79g

PACKAGING INFORMATION

Shipping (Package) Weight 4.7 oz [136 g] 

Included in Package
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